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B o i l e r  S e l e c t i o n  G u i d e

Model Application Fuel Efficiency Capacity Combustion Venting

15B Residential Hot Water Boiler Gas Mid-Efficiency 45 - 70 - 96 - 120 - 145 - Atmospheric Chimney

175 - 195 - 245 - 295 MBH

FSB Residential Hot Water Boiler Gas Mid-Efficiency 42.5 - 75 - 112.5 - 150 - Fan Assist Chimney 

187.5 - 225 MBH or Side-Wall

KSW Residential Hot Water Boiler Oil Mid-Efficiency 84 - 105 - 140 - 126 - 175 - Atmospheric Chimney

210 - 168 - 245 - 280 MBH

16 Residential Steam Boiler Gas Mid-Efficiency 75 - 112 - 150 - 187 - Atmospheric Chimney

225 - 262 - 299 MBH

KSC Residential Steam Boiler Oil Energy Star 91 - 140 - 175 - 210 - 245 - Atmospheric Chimney

280 - 315 - 385 MBH

41J Light Commercial Hot Water Gas Mid-Efficiency 300 - 3,000 MBH Atmospheric Chimney

or Steam Boiler

Hotline Residential/Light Commercial N/A * 30 - 40 - 50 - 80 - 119 Gal. N/A N/A

Indirect Hot Water Heater

15B Series FSB Series KSW Series 16 Series KSC Series 41J Series Hotline

* Efficiency varies based on boiler efficiency and other factors.



R e s i d e n t i a l  H o t  W a t e r  B o i l e r s

Standard Equipment:
! Boiler Jacket
! C a s t - I ron Boiler Battery
! High Limit Contro l
! Vent Damper Relay
! Combination Pre s s u re 

Te m p e r a t u re Gauge
! Circulator
! Stainless Steel Burners
! Automatic Vent Damper
! Combination 24-Volt Gas Control

includes:
Automatic Gas Valve, Gas Pressure
Regulator, Automatic Pilot, Safety
Shut Off, Pilot Flow Adjustment,
Pilot Filter

! A.S.M.E. Relief Valve
! Drain Valve

Optional Equipment:
! Intermittent Electric Ignition 

Pilot System
! Combustible Floor Kit
! Taco Circulator Pump.

Note: Propane option available.

15B S e r i e s
Gas-Fired Hot Water Boiler

Pump Size
B o i l e r

A . G . A . H e a t i n g I = B = R N a t u r al§ Dimensions (Inches)
S u p p l y

N u m b e r A F U E A F U E

N u m b e r
I n p u t C a p a c i t y Net Output G a s

& Return
o f Elec. Ign. Std. Pilot

B tu/H r. * B tu/H r. * B tu/H r. * † I n l e t
A B C D E F Ta p p i n g s

B u rn e r s & Damper & Damper

1 5 0 4 5 4 5 , 0 0 0 3 7 , 0 0 0 3 2 , 0 0 0 1 / 2 " 1 1 . 3 5 . 6 4 . 0 2 7 . 1 2 0 . 5 5 . 0 11⁄4" 1 8 2 . 0 % 8 0 . 0 %

1 5 0 7 0 7 0 , 0 0 0 5 7 , 0 0 0 5 0 , 0 0 0 1 / 2 " 1 5 . 1 7 . 6 5 . 0 2 8 . 1 2 1 . 0 5 . 0 11⁄4" 2 8 2 . 0 % 8 0 . 0 %

1 5 0 9 6 9 6 , 0 0 0 7 9 , 0 0 0 6 9 , 0 0 0 1 / 2 " 1 5 . 1 7 . 6 5 . 0 2 8 . 1 2 1 . 0 5 . 0 11⁄4" 2 8 2 . 0 % 8 0 . 0 %

1 5 1 2 0 1 2 0 , 0 0 0 9 8 , 0 0 0 8 5 , 0 0 0 1 / 2 " 1 9 . 0 9 . 5 6 . 0 2 9 . 1 2 1 . 5 5 . 5 11⁄4" 3 8 2 . 0 % 8 0 . 0 %

1 5 1 4 5 1 4 5 , 0 0 0 1 1 9 , 0 0 0 1 0 3 , 0 0 0 1 / 2 " 1 9 . 0 9 . 5 6 . 0 2 9 . 1 2 1 . 5 5 . 5 11⁄4" 3 8 2 . 0 % 8 0 . 0 %

1 5 1 7 5 1 7 5 , 0 0 0 1 4 1 , 0 0 0 1 2 3 , 0 0 0 1 / 2 " 2 2 . 9 1 1 . 4 7 . 0 3 0 . 1 2 2 . 0 6 . 0 11⁄4" 4 8 0 . 5 % 8 0 . 0 %

1 5 1 9 5 1 9 5 , 0 0 0 1 5 7 , 0 0 0 1 3 7 , 0 0 0 1 / 2 " 2 2 . 9 1 1 . 4 7 . 0 3 0 . 1 2 2 . 0 6 . 0 11⁄4" 4 8 0 . 5 % 8 0 . 0 %

1 5 2 4 5 2 4 5 , 0 0 0 1 9 7 , 0 0 0 1 7 1 , 0 0 0 3 / 4 " 2 6 . 8 1 3 . 4 8 . 0 3 1 . 1 2 2 . 5 7 . 0 11⁄4" 5 8 0 . 5 % 8 0 . 0 %

1 5 2 9 5 2 9 5 , 0 0 0 2 3 7 , 0 0 0 2 0 6 , 0 0 0 3 / 4 " 3 0 . 6 1 5 . 3 9 . 0 3 2 . 1 2 3 . 0 9 . 0 11⁄4" 6 8 0 . 5 % 8 0 . 0 %

* For elevations above 2000 feet, ratings should be reduced at a rate of 4% for each 1000 feet above sea level.
† For equivalent square feet of radiation, divide I=B=R output by 150.
§ Propane gas Inlet, all units, 1/2"

Specifications: MEA# 39-86E Vol VIII

®

C.S.A. Certified
For Natural Gas Or Propane

Tested For 100 LBS.
ASME Working Pressure
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Quality Heat Exchanger Design – The 15B Series 

f e a t u res a robust cast iron heat exchanger with greater weight

per section resulting in higher efficiencies and longer boiler life.

The sections are connected with cast iron push nipples, which

expand and contract at the same rate as the sections ensuring 

a water tight seal. Additional sizes are available and when 

utilized in a seven section configuration, the 15B Series can

reach nearly 300 MBH input.

System Features

High Efficiency – The 15B Series provides annual 

fuel utilization efficiency up to 82% as certified by the 

US Department of Energy testing standards.

Hi-Limit Control – The Honeywell hi-limit control has been

separated from the circulator relay for ease of serviceability and to

reduce  potential service parts costs.

Easy Installation and Maintenance – A compact

design, low profile draft hood and top supply piping connections

allow for easier installation. The pilot is mounted to the front of

the burner base.

The Pennco 15B Series Boiler has

been designed with features making

it the ideal home heating solution.

With quality features such as an

advanced heat exchanger design,

greater BTU input per sectional size

and optional electronic ignition, the

15B Series can achieve fuel efficiencies

up to 82% AFUE.


